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Mountain Lion

Alaskan Malemute

Arctic Fox

Timber Wolf

Deliciously soft, invitingly comfortable and 
warm... There’s a reason why everyone loves 

cashmere.

Striving to embody these ideals, our Cashmere 
mosaics employ a unique combination of mi-
cro-texture and hand-brushed glaze. The end 

result is a natural diffusion of light and depth of 
colour like the exclusive textile of this mosaic’s 

namesake.

Available in four organic-inspired blends in our 
dynamic multistrip format, Cashmere mosaics 

provide just the right mix of comfort and  
exclusivity to elevate your next project.

CMTW - Timber Wolf

www.bellavitatile.com

cashmere
handbrushed glass mosaic



° Product is clear float glass with a glazed rear face. Due to the clear nature 
of the material some “shadows” may be visible at tile edge when viewed at an 
angle. This is not a manufacturing defect

° Inspect all product prior to installation for any  
visible defects or unacceptable color/shade variation. Claims are not accepted 
after installation
 
° Install using polymer or latex modified thin set mortars. Do NOT install using 
mastic and/or epoxy
 
° Suggested grout width is 2mm
 
° For best results cutting, use a score & snap glass/tile cutter with a new cutting 
wheel. If necessary use a wet saw or angle grinder with a blade specifically 
designed to cut glass
 
° After cutting, smooth any rough or sharp edges with a diamond  
honing stone or pad 
 
° Before gouting follow mortar manufacturer’s  
instructions to allow for full cure of thin set - usually 36 to 48 hours
 
° Grout only with non-sanded cementicious grouts. Using a sanded grout may 
scratch some surfaces

° After initial wash ensure all remaining “grout haze” is buffed off with a dry 
cloth before 24 hours have elapsed

° To clean use a damp sponge with warm water. For heavy cleaning use a non-
abrasive cleaner with a damp sponge.

TECHNICAL SPECIFICATIONS

PACKAGING

INSTALLATION & MAINTENANCE

MINOR VARIATION

V2 

CMAF

CMAM

CMML

CMTW

ARCTIC FOX

ALASKAN MALEM UTE

MOUNTAIN LION

TIMBER WOLF

CMAF - Arctic Fox

Technical  
Characteristics

ASTM Test  
Result

ASTM/ANSI  
Test Method 

Water Absorption %

Frost Resistance

Scratch Resistance

Chemical
Resistance

<0%

Pass

5.5

Highly
Resistant

C373

C1026

MOHS 

C650

Sheet
Size

12.5x15”

(305x324)

PC/
CTN

13 42 1987.00

(903.00)

Carton/
Pallet

Sqft/ctn
(Sqm/ctn)

13.56

(1.26)
569.52

(52.92)

47.30

(21.50)

Sqft/plt
(Sqm/plt)

Lbs/ctn
(Kgs/ctn)

Lbs/plt
(Kgs/plt)

* Products are glazed by hand and will vary slightly by intention * 


